"weber

SAINT-GOBAIN

DECLARATION OF PERFORMANCE

In accordance with Annex Ill of Regulation (EU) 305/2011 (Construction
Product Regulation) amended by Commission Delegated Regulation (EU)
No. 574/2014 as it has effect in the United Kingdom

No: DoP-UKCA-webertec EP Pourable Grout-010921

1. Unique identification code of the product-type:

webertec EP Pourable Grout

2. Intended useles:

For uses in buildings and civil engineering works

3. Manufacturer:

Saint-Gobain Construction Products UK Limited trading as Saint-Gobain Weber
Dickens House

Enterprise Way

Flitwick

Beds

MK45 5BY

UK

Web: www.uk.weber

4. System/s of AVCP:
AVCP System 2+

5. Designated standard:
EN 1504-3:2005 & EN 1504-6:2005

6. Approved bodylies:
BSI Assurance UK Ltd (0086)

7. Declared performancels:
EN 1504-3
EN 1504-6

SAINT-GOBAIN

Saint-Gobain Construction Products UK Limited
Registered Address: Saint-Gobain House - East Leake - Loughborough - Leicestershire. LEI2 6]U - Tel: 01525 718877
e-mail: mail@netweber.co.uk - www.uk.weber
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EN 1503-3

Essential characteristics

Performance

Standard

Compressive strength

Class R2 (215 MPa)

EN 12190:1999
(EN 1504-3:2005)

EN 1015-17:2000

o 5
Chloride ion content <0.05% (EN 1504-3:2005)
. EN 1542:1999
Adhesive bond 20.8 MPa (EN 1504-3:2005)
Thermal compatibility Part 1 >0.8 MPa EN 13687-1:2002

freeze thaw

(EN1504-3:2005)

Skid Resistance

Not applicable — product not
suitable in trafficked areas
(table 1, clause f)

EN 13036-4:2011
(EN 1504-3:2005)

Capillary absorption

<0.5 kgm2h?°?°

EN 13057:2002
(EN 1504-3:2005)

Reaction to fire

Class E

EN 13501-1:2018
(EN 1504-2:2005)

Dangerous substances

Refer to current safety data
sheets (SDS)

EN1504-3:2005, 5.4

EN 1504-6

Essential characteristics

Performance

Standard

Pull-out strength

Displacement <0.6mm at

EN 1881:2006

load of 75KN (EN 1504-6:2006)
. EN 1015-17:2000
0,
Chiloride ion content <0.05% (EN 1504-6:2005)
Glass transition temperature | 245°C EN 12614:2004

(EN 1504-6:2006)

Creep under tensile load

Displacement <0.6mm after
continuous loading of 50KN
for 3 months

EN 1544:2006
(EN 1504-6:2006)

Reaction to fire

Class E

EN 13501-1:2018
(EN 1504-6:2006)

Dangerous substances

Refer to current safety data
sheets (SDS)

EN1504-6:2006, 5.3

NPD = No performance determined

The performance of the product identified above is in conformity with the set of declared
performance/s. This declaration of performance is issued, in accordance with Regulation (EU)
No 305/2011 as it has effect in the United Kingdom, under the sole responsibility of the
manufacturer identified above.

Signed for and on behalf of the manufacturer by:

[ Lablz7.

[name]

[signature] // W



